PLASTICOS Y METALES INDUSTRIALES

/3 VAZBROS

CERTIFICADO OF NYLON

. TEST METHOD
Properties UMIT DN E N IS OMASTH WALUE

Mechanical
| Density gicm3 527 /D 782 113
Tensile sirength at vield Mpa 527 ID 838 85 jep*=
Elongation at break %o o271 /D 638 40/ 80—
Modulus ofelasticity in tension MPa o2 /D 638 3300/ 1700 ==
Modulus ofelasticityin fexure MPa 178 /D 790
Ballindentation hardness MPa 203901 90 160
Impact strength Kim2 179 /D 256 no br.
Creep rupture strength ater 1000 hrs with

static load =0

MPa

Time yiel lim it for 1 % elongation after 1004 c
hrs WP
Coefiicient of ficdlion against hardened and
ground steelp _0.05 Nimmz2,v_0.6 m/s 0.4
Themmal
Cretaline meting poirnt C DIN 53 736 220
Glass fransifion temperaturs G DIN 53 735 g0/5™
Heat distorion temperature
Method A c R75 95
Method B G R75 185
Max Sendce tempemture
Short term C 180
long term (o] 100
C pefiicient o fthermal condudtivity Wi K 024
Spedic heat Jig ¥ 1.7
C pefiicient o fthermal expansion 10- 5K DIM 53 4833/ DESG G
Electrical
\Dielednc constant at 105 H= DIM 53 483 37
Dielectric loss fachor at 105 Hz DIM 53 453 0.03/0.30
Spedic wolume resistance 0 gm Dl 60082 10 -5x10
Surface resistance o DM 80093 Sx10
Dielectic strength 1 mm Kvw' mm ASTM 148 20
Tracking resistance 53 480 KA 3c
Mscellaneous K& 3b
I'»bist.lreab»sapﬁﬂr!: Equilit:iurn in stap{:llat 25
atrmos phere (23 C /50 % relative humidity ) ag o -
Water absomtion at saturation at 23 C % 52 67
Resistance to water, washing soda Limited resistance
Flammabhilityaccording o UL standart G4 HB
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