CHEMICAL COMPOSITION 309

CHEMICAL COMPOSITION 309S (UNS S 30908)

SPEC | C [mn| si P s | cr Ni | N [ Mo Cu
Y T | T > cu_
240M -04 MAX |0.08/2.00| 0.75 | 0.045 | 0.030 | 24.00 |15.00
AMS 5523E MIN 22.00 |12.00
ANN MAX |0.08/2.00| 1.00 | 0.040 | 0030 | 2400 [15.00 0.75| 0.75
WNr1.4828 | MIN | | 1.50 | ~ 19.00 [11.00]
$5 98 P 489 MAX |0.20/2.00| 2.50 | 0.045 | 0030 | 2100 [13.00]0.11
WNr1.4833 | MIN | | 2200 [12.00]
$5 98 P 489 MAX |0.15/2.00| 0.75 | 0.035 | 0.015 | 2400 [14.00|0.11
ASTM A 167-99 | MIN | | | | 2200 [12.00] ]
309-UNS $30900 | mAX |0.20/2.00| 0.75 | 0.045 | 0030 | 2400 [15.00
3095-1 (109 A) MIN 22.00 |12.00
1.4833 KA MAX |0.08/2.00| 0.75 | 0.0a0 | 0010 | 2400 [1500[/011]075| 075
30952 (1098) | MIN [0.05 1.80 19.00 |11.00
1.4828 KB MAX |0.10/2.00| 250 | 0.040 | 0010 | 2100 [1300]/011]075| 0.75
COEF.THERMAL EXPANSION ELEC. RESISTIVITY
MELTING RANGE 1400-1455C = F pm/m/fc | u In/in/F C F pohm-cm
2550-2650F 0-100| 32-212 | 149 83 20 | 68 78
0-315| 32-600 | 16.7 9.3 205 | 400 83
DENSITY 8.00g/cc 0-540 | 32-1000| 17.3 9.6 315 | 600 97
0.291b/in3 0-650 | 32-1200| 18.0 10.0 425 | 800 108
0-980 | 32-1800| 20.7 11.5 480 | 900 114
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CERTIFICADO OF COMPLIANCE

COLD ROLLED STAINLESS STEEL

ALLOY 309
TEMPER ANN
GAUGE 0027
WIDTH 24.00"
FINISH BA

SPECIFICATIONS ASTM A 240

CHEMICAL COMPOSITION

0.17

857008 0.05 0.6 0.0004 0.26 22:13 13.14 0.21

MECHANICAL PROPERTIES

UTS RANGE (KSI) 92.6-94.1

YS RANGE 44.6-45.7
ELONG. RANGE 47.3-49.6%
HARDNESS 71.6-74.8 HRB

COUNTRY OF MELT & MFR US
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