CHEMICAL COMPOSITION 321

CHEMICAL COMPOSITION 321 (UNS $32100)

SPEC C Mn| Si P B Cr Ni | N | Mo Cu Ti Co
ASTM A 240/A MIN 17.00 9.00 | | 5 x(C+N)
240M-98a MAX |0.08/2.00| 0.75 | 0.045| 0.030 1900 |12.00| 0.10 0.70
AMS 5510N MIN | 0.25 17.00 9.00 | 5 x (C+N)
ANN MAX [0.08/2.00| 1.00 |0.040| 0030 1900 [12.00| 010 |0.75| 0.75 0.70
WNr1.4541 MIN 17.00 9.00 | 5 xC
SS98 P 484 MAX |0.08 Z.DOA 1.00 | 0.045 0.030 19.00 12.0{1; | 0.70
321 (106 B) MIN | 0.40 17.00 9.00 | 6 x (C+N)
1.4541 KB MAX |0.08/2.00/ 0.70 | 0.0a0| 0010 1900 |11.00/0.030/050| 050 0.70 |Rpt
COEF.THERMAL EXPANSION ELEC. RESISTIVITY
MELTING RANGE ~ 1400-1425C C F um/mfc| uInfin/F C F | pohm-cm
2550-2600F 0100 | 32212 | 167 9.3 20 | 68 72
| 0-315 | 32600 | 171 | 95 1100 | 212 78
DENSITY 8.00g/cc 0-540 | 32-1000 | 185 10.3 200 | 390 86
0.29 Ib/in3 | 0-650 | 32-1200 | 193 | 107 1400 | 750 | 100
0-815 | 32-1500 | 20.2 11.2 600 [1110] 111
20-925| 68-1700 | 205 114 800 |1470] 121
| 900 |1650] 126
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CERTIFICADO OF COMPLIANCE

COLD ROLLED STAINLESS STEEL

ALLOY 321
TEMPER ANNEALED
GAUGE 0023
WIDTH 24.00"
FINISH MF

SPECIFICATIONS ASTM A 240

CHEMICAL COMPOSITION

0w o o o A | o e

m 0.0141 153 042 0.032 0001 1707 904 029 0014 0329 0222 0348

MECHANICAL PROPERTIES

UTS RANGE (KSI) 81-86.7
YS RANGE 33.9-37.3
ELONG. RANGE 65..7-72.30%

COUNTRY OF ORIGIN US
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